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Inspection Conclusion

gz:;sc’f Lithium Iron Phosphate Batery: LUX-E-48100LG03
T MR . LUX-E-48100LGO3
Type, Model e .
and Rating ';g%? E;; batteries | x-E-48100LG03, 51.2V, 100Ah, 5.12kWh
KRS SH
Package G. W. 77kg Equipment’s Qty. /
Information HEFE wEHE
B! Batteries’ N.W. Batteries’ Qty.
i °7kg o S 1pos
Guangdong Felicity New Energy Co., Ltd
Applicant I AR FER B ge A BR A F
ZHLRAL No. 2, Donghua Huaye Road, Renhe Town, Baiyun Area, Guangzhou
TN A= X AR AR B 2 5
Guangdong Felicity New Energy Co., Ltd
Manufacturer | I~ ZRFEFIOHT REVRA PR A 7]
il id FLAL No. 2, Donghua Huaye Road, Renhe Town, Baiyun Area, Guangzhou
I A XA R AR 2 5
Guangdong Felicity New Energy Co., Ltd
Factory I 2R BRI BT eV A FRA A
A= LA No. 2, Donghua Huaye Road, Renhe Town, Baiyun Area, Guangzhou
TN = XS AR RV 2 5
Identification Guangzhou MCM Certification & Testing Co., Ltd.
Yo Ese s | P IFRARA I AR A R A H]
Standard ADR-2023: Agreement concerning the International Carriage of Dangerous Goods by Road
S EFRITE ADR-2023: [H [ 2 1% i 4 fes f B2 4 W B
Submission Appraisal
Date SR B 2024-01-29 w7 [ 2024-03-21
H Validity
o 2024-03-28 ~ 2024-12-31
(1). Hazards identification &K FiR %]
Dangerous Goods, Class 9
EVIR S|
UN 3480, LITHIUM ION BATTERIES
UN 3480, #& 7 Hih
Inspection (2). Basis and provisions of app e HE & Kk
Conclusion: Entry UN 3480 of Dangero
R fak tesE % H UN
(3). Packing requirements
Packing Instruction P90 =
WA UL PO03
Comment:
L
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ADR-2023: [E FR/\ B ia 5 /e K Bt B B il

ADR-2023: Agreement concerning the International Carriage of Dangerous Goods by Road

Clause- Requirement Result-Remark Verdict
FK-ER SR-EE HE
Special Provision 230 P
REFR%KK 230
Lithium cells and batteries may be carried under this entry if they meet the provisions of 2.2.9.1.7. p
B ES A I I AT & 2.2.91.7.0900E, TR % Higk.
The lithium battery met the test
Each cell or battery is of the type proved to meet | requirements of Section 38.3 of UN
229.1. the requirements of each test of the Manual of Manual of Test and Criteria. See test
7. (a) Tests and Criteria, part lll, subsection438.3. report GDFLS20240129U014 P
) T HSE IR 2 GRIRAFRAET Y 5 | BHb AT G ECE I GBS AR HETF )
113565355 38.3 5 RIS ) 2K H 38.3 FHIIIAE K WA R
GDFLS20240129U01
Each cell and battery incorporates a safety
venting device or |s-c-ieS|gned to prgclgde a violent Meet the requirements through
2.2.9.1. | rupture under conditions normally incident to .
7. (b) transport. gstc,e:c:/smen:[ﬂa‘nd t?itmg § P
SRR SRR, skt g | L PR, R IR
TS 75 1E #3856 b A S R AR B 2R A T SRR
Each cell and battery is equipped with an effective | Meet the requirements through
2.2.91. . L .
7. (c) /rneansgf pre\{entlrjg external Ehgrt CII’CUItLS.‘ gsge‘ssmenj[ a‘nd t(is;tlng ) P
B U ATHB ARG By LA A A R B | B P AT, W SR
Each battery containing cells or series of cells
connected in parallel is equipped with effective
means as necessary to prevent dangerous Meet the requirements through
2.2.91. : .
7.(d) Everse curreqt flf)w &e‘.g‘. dli):jes, fuges, etc‘.). gsge\ssmenj[ a‘nd tgﬁtlng | P
S A RSB RS  Ht, FRRE AR | I VAR A, Bk
b J2 I HELA 3 G 6 P 7 R 5B L (olan — 4
B ORK 2255
229.1. Cell; and batteries shall be manufactured under a | The F:ustomer states that it meets the
7. (e) quality management programme. reqylrements. P
) PP R il A Jr i R R A )7 H i R R
Lithium batteries, containing both primary lithium
ion cells metal cells and rechargeable lithium ion
cells, that are not designed to be externally
charged(see special provision 387 of chapter 3.3)
shall meet the following conditions:
.1 the rechargeable lithium ion cells can be only
charged from the primary lithium metal cells.
.2 overcharge of the rechargeable lithium ion cells
is precluded by design;
.3 the battery has been tested as a lithium primary
battery; and
.4 component cells of the battery shall be of a The battery does not belong to this
2.291. . .
7.0 type .proved to meet the respective testing o type. ) N/A
requirements of the Manual of Tests and Criteria, | HLIANE T HFhZA

part Ill, subsection 38.3.

TR ESRA RN AR B BE & A — IR I )

FES B AT e A S S Ll (LR 3.3 &

TRFR L E 387D, WA AL T HI &1

B TS S K R SN 129 DU R G e 1 L R
TR

2 E B HERR TR A B R T I R A A
IR AT et

3 BAHMM AN — RIS e B

A R ) &S S A A E i e A bR
AETEY 55 1 #8555 38.3 I SE LG .
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ADR-2023: [E FR/\ B ia 5 /e K Bt B B il

ADR-2023: Agreement concerning the International Carriage of Dangerous Goods by Road

elements.
HLUCS B RN LA 8, DB R A3, HARAS
AR H A B R i )

HL A 3 2 [

Clause- Requirement Result-Remark Verdict
FK-ER SR-EE HE
Except for button cells installed in equipment
(including circuit boards), manufactures and
subsequent distributors of cells or batteries
manufactured after 30 June 2003 shall make Lithium battery test summary is
2291 available the test summary as specified in the provided as required:
7' (.g). " | Manual of Tests and Criteria, part Ill, subsection GDFLS20240129UG01 P
) 38.3, paragraph 38.3.5. P R A% SR SR 1 I
B2 e 1E B CRLAE FRLER RO T ) 441 s 41, 2003 | GDFLS20240129UG01
6 7 30 H 2 e il i e Hh S Bl F b ) o P A S
RO B LRt GRIGFIPRHET Y 38 =850 5
38.3 /M1 5H 38.3.5 BOE A M2
Special Provision 348 P
FEPRKAK 348
Batteries manufactured after 31 December 2011
shall be marked with the Watt hour rating on the | The watt hour rating 5.12kWh
outer case. has been marked on the outer case P
2011 4£ 12 A 31 HJE4 =1 i, LI % 5.12kWh EFRiE7ESM % b
IZAESF 58 EARic FURE-/NE B BUE fB .
Packing Instruction P903 P
BEEHRE P903
(1) For cells and batteries Complied P
T S AN H G EKR
(Applicable packing cases & fH {6 34 4H)
Drums fifi (1A2, 1B2, 1N2, 1H2, 1D, 1G);
Boxes #i (4A, 4B, 4N, 4C1, 4C2, 4D, 4F, 4G, ?gﬁﬁpg’g%izg’%ﬁused P
4H1, 4H2); %
Jerricans ## (3A2, 3B2, 3H2).
Cells or batteries shall be packed in packagings
so that the cells or batteries are protected against
damage that may be caused by the movement or | The batteries have been properly
placement of the cells-or batteries within the secured. P
packaging. LIt A 3 2 ] E
P AE A I S B L T SR BRI i, By bR
O R it R 2 v B 2 Ao B A A T 3 AR
Packagings shall conform to the packing group Il Complied
performance level. R R P
ELBE AT & B3 1 AR s
In addition for cells or batteries with a gross mass
of 12 kg or more employing a strong, impact
2) resistant outer casing, and, assemblies of such Gross mass of battery: 57kg =
cells or batteries HL s T fE: 57Kg
WAk, X R R 12kg BUEA R A R LT A
AP FEI HLSER R, DA 2 r s B A 1) 2 i
(a) Strong outer packagings "% [t 41 %k
(b) Protective enclosures (e.g. fully enclosed or . .
wooden slatted crates); {R¥F4bE (B 56 4% Strong outer packagings and handling
S A 5 2% 4D et 3 i
(c) Pallets or other handling devices. BAR B H: R e
fibdis 36 B
Cells or batteries shall be secured to prevent
inadvertent movement, and the terminals shall not .
. . The batteries have been properly
support the weight of other superimposed secured. =

TRF No.: ADR/Li-2023 00
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ADR-2023: Agreement concerning the International Carriage of Dangerous Goods by Road

ADR-2023: [E FR/\ B ia 5 /e K Bt B B il

35| LP903

Clause- Requirement Result-Remark Verdict
FK-ER SR-EE HE
Packagings need not meet the requirements of
4.1.1.3. —
BETHFE 4.1.1.3 FIEK.
3) For Ce”i or batteries pacli?d ‘with equipment S:ltjtiirrf:nttra?;izo:ri?yssrzi::Ejed from N/A
T 5 — TR B B it e, A BN
. . . . . Batteries transported separated from
@) For CE|LS or‘liatterles cg?tglnefi in equipment; equipment. This entry omitted. N/A
TG AAE W 7 LI A B it e, A BN
For packaging containing both cells or batteries
packed with equipment and contained in Batteries transported separated from
(5) equipment equipment. This entry omitted. N/A
YT 5% — T a2 e g ErRaeih L S, A H A
T A .2
Additional requirement [ iR Batteries have been protected against
Cells or batteries shall be protected against short circuit. short circuit. P
H O B R Y 2 0 DA DR3P 5 32 R FEL Y AT B L R B i
Packing Instruction LP903 N/A

TRF No.: ADR/Li-2023 00
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Photos of the Battery
Lt R

Battery (LUX-E-48100LG03, 51.2V, 100Ah, 5.12kWh)

JRERRNRRRERRNRRREY

;’ elicityESS”

5. 12kWh 51 2V LiFePO4 Battery

Model .. veearsrmenseenenenre LUX-E-48100LG0O3
NommaE Energy ettt e D 1 2KW
Numma!'u‘ultage 512U
NOMINEL CAPAGHY ....eoverveiieresseeoieeosssosesie s smeserassone 100AR
Maximun Continuous Charge!Dlscharge Cumant ...iaee 1004,
Scalability . e —— | 3 s 0 - TR W T
Communicahon . ..R5485/ CAN
Cycle Life .................... .26, 000@25"':: 80% DOD
Profection:Lesral o i i i s P21
Working Temperature Range......................Charge:0°C~+55°C
Dascharge -20°C~+55°C

c € ﬁ E IFpP/54/150/ 120/ 1P16S]M/-20+60/95
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Photos of the Package
BEAE A
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Important Note

EREMR

1. This inspection report is invalid without special inspection seal and cross-page seal of
Guangzhou MCM Certification & Testing Co., Ltd.
AARTIAR IO M IFRARAT I H ARG PR A A IS L & W85 R

2. Nobody is allowed to partly photocopy this inspection report without written permission of
Guangzhou MCM Certification & Testing Co., Ltd.
ARETINFAARAGIHARA PR A =) F i F =, A AR IR o

3. This inspection report is invalid without the signatures of Approver, Reviewer and Inspector.

S v i S 101 NN NI ik AR = 2 o &

4. This inspection report is invalid if altered.

A IR T IR ETERL -

5. Objection to this inspection report must be submitted to Guangzhou MCM Certification &
Testing Co., Ltd. within 15 days after the publication of the report.
IR A W DATERR S R AT B TUR WA SRR AR R A F $2 .

6. This report is only responsible for the received samples.

ARG DO RAE A DT o

7. As for the inspection results, “N/A” means “Not applicable”, “P” means “Pass” and “F” means
“Fail”.
z!g*(l\gﬁélﬂj:% I:P“N/A”%/j—‘_\‘“z‘\‘ﬁ}zﬁ ” , “P”i%ﬂ—:\‘“@ﬁ” , “Fuﬁﬂ—‘_\‘“z‘\‘ﬁﬁu .

Identification Guangzhou MCM Certification & Testing Co., Ltd.

B B T M AR AS D AR A B 2 ]
Building 2 No. 45 Zhong Er Section of Shiguang Road, Zhongcun
Street, Panyu District, Guangzhou City, Guangdong Province, China.
W TR M R DB TR B R 45 5 2 Bk

Tel H15: +86-20-3477 7662 5% 0086-020-3477 7662
Email BT HE4H: service@mcmtek.com
Web &) Mk https://www.mcmtek.com
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